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1 BASIC CONCEPT 

1.1 CODES   

 

 

When starting a new file, a question about selecting the code will appear. The possible codes to select 

depending on your license are: 

Eurocode ς EN 1992-1-1:2004 (Standard) 

Eurocode ς EN 1992-1-1:2004 (British NA) 

Eurocode ς EN 1992-1-1:2004 (Danish NA) 

Eurocode ς EN 1992-1-1:2004 (Swedish NA) 

Eurocode ς EN 1992-1-1:2004 (Finnish NA) 

Eurocode ς EN 1992-1-1:2004 (Norwegian NA) 

Old national codes are only available up to version 6.3. 

 

In the program there is an option to calculate shear and fire with EN1168 (Precast concrete products ς 

Hollow core slabs).  
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1.2 LAYOUT OF THE PROGRAM 

PRE-Stress is based on the StruSoft Frame Analysis-engine to make calculations. The Frame Analysis core is 

a 2D-FEM equation solver. The two programs have many similarities but there are many differences as well 

due to the prestressing forces/effects. 

1.3 LIMITATIONS IN THE CURRENT VERSION 

It is not possible to make sloped TT-slabs (STT), this feature will be added in a future update. 

 

Figure 1-1 Sloped TT-slab (STT-slab), picture from StruSoft FEM-Design 

One limitation with hollow core slabs is that they can only have cores of equal size and geometry. 
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2 EXAMPLES 

2.1 MODELLING OF A TT/F 240/54 WITH NON-STRUCTURAL TOPPING 

The first example is a 12m TT-slab. It will be calculated with Eurocode with Swedish annex. 

 

Figure 2-1 3D-view of a TT/F 240/54 (FEM-Design) 

2.1.1 INPUT GEOMETRY 

The width of the slab is 2.4m, but version 6.4 currently only supports single T-beams, so the calculations 

will focus on one of the legs. After selecting the code the project manager-window pops up. In the Input-

tab to the right the name, length and cross-section can be entered, along with structural topping, if 

present. 

  

Figure 2-2 Input of elements 

In the Name-box an identifier for the element should be entered, in this example we will use TT 501. The 

length of the slab is 12m. When entering the section of the slab it is possible to select already used sections 

in the dropdown-box, if none are present then click on the ώΧϐ-box to the right of the dropdown-box. 
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Figure 2-3 Crossection database, overview 

Select Non-standard concrete to the left and Variable T-section to the right. (In order to use standard 

profiles from a few companies that want their cross-sections in the database, then we could use the 

Standard Eurocode concrete-database and directly select the section.) 

  

Figure 2-4 Crossection database 

If this is the first time entering variable T-sections, then this sub-library is most likely empty. The more 

section you use the longer the selection of possible sections will be. To add a new section press [Add]. 
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Figure 2-5 Entering a new variable T-section. 

Enter the values according to Figure 2-5 and press [Add] and then [OK]. 

The cross section name should now be visible in the list of available cross sections. Select TT 240/54 in the 

list and press [OK] 

 

Figure 2-6 Project overview 

In this example we will not use any structural topping so leave this box empty. To finalize the input of the 

geometry and add the element to the project-list press [Add] as shown in Figure 2-6. 

Now a window will appear (Figure 2-7) where different kinds of support conditions and automatic 

calculation of dead loads can be set. 



STRUSOFT 

ACADEMY   

Guide to PRE-Stress 6.4 

 

 7 

 

Figure 2-7 Create a new prestressed beam 

We want to generate the dead loads automatically, select the ώΧϐ-button to the right of the Base load case-

dropdown box. 

 

Figure 2-8 Basic load cases without entered loads 

Now a dialogue box will appear (Figure 2-8) to define the basic load cases. After entering the dead load 

case it is now also possible to enter all the other ordinary loads acting on the element. Enter the names and 

add them. Enter all the loads according to Figure 2-9. When ready, select the load case where the dead load 

will be automatically generated in: select Dead load. If you should miss to select the right load case then 

you have the possibility to change it afterwards (Figure 2-10).  

 

Figure 2-9 Entering basic loadcases 

Since we ƘŀǾŜƴΩǘ defined any structural topping the Base load case (topping) is inactive, Figure 2-10. If you 

want other support options then it is better to go in and change existing supports, rather than defining 

new. Press [OK] to create the beam, and the supports for the beam. 
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Figure 2-10 Basic load case for dead load entered 

Now the beam is created with support, nine load combinations and some assorted information about the 

element. It is now possible to continue entering additional elements with various spans, geometries and 

load cases. With one element in the project manager the view should be similar to Figure 2-11. 

 

Figure 2-11 Project overview with one element 

To get an overview of the element and its load combinations, select the name (TT 501) and then it is 

possible to graphically show the beam with all the combinations. In some cases the project overview 

window may cover. To make the project window smaller, click on  in the upper left corner. To restore 

the window again, click on  instead. To open and close the project window, press the beam as shown in 

Figure 2-12. 
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Figure 2-12 Open/close the project window 

 

Figure 2-13 Overview of the load combinitions 

To add more load combinations look at 2.3 Hollowcore slab (coming soon) or 2.4 How to add a fire 

loadcombination.  

Open up the project overview and select TT 501 to the left. On the right side the input form for the 

reinforcement will now be visible (Figure 2-15). 

  



STRUSOFT 

ACADEMY   

Guide to PRE-Stress 6.4 

 

 10 

Before defining reinforcement we need to set the different exposure classes in the later stages and 

ultimate limit stages, this to get the correct cover from the code. Go through the load combinations release 

to the final stages to verify the correct exposure class, life class and if possible, the concrete class as well, 

according to Figure 2-14. For this example we use either X0 or XC1. 

 

Figure 2-14 Exposure classes 

 

Figure 2-15 Reinforcement view 

Click [Std reinforcement] and select Reinforcement Proposal 5, finish with [OK].  

Now the reinforcement list will be filled with the predefined reinforcement position, these can be modified 

in the table, and more reinforcement wires/bars can be added below. The start coordinate is the left end of 

the wire/bar and with length it is possible to define the position along the element.  

To control the prestressing stress, enter the value in the Pre-stress column and Material governs the 

material and possible wire/bar diameters. Full bond is a function to solve reinforcement with a variable 

location in the cross section (sloped I-beams and the function will also be used for sloped TT-elements in 

the future). It is not possible to change it for variable T-sections, hence the default value is set to At no side. 
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Next tab, Stirrup reinforcement, contains information about the stirrups in the element. Enter ø8 s300 

along the whole element, according to Figure 2-16. Be sure to have the group(s) fill the whole element, do 

not start 40mm in from the end, the program will see that small part as unreinforced and might fail the 

shear calculation. 

 

Figure 2-16 Stirrup reinforcement 

The next two tabs, Reinforcement details (Figure 2-17) and Calculation settings (Figure 2-18), contains 

settings for code checks for the reinforcement and the calculations. 

According to Swedish NA, 6.2.3 (2), can Ŏƻǘόʻύ = 3,0 be used for prestressed members (Figure 2-18), check 

this setting if it is possible to use other values than the normal (1 Җ Ŏƻǘόʻύ Җ 2.5) for your current code. 

 

Figure 2-17 Code check concerning the reinforcement against the current code. 



STRUSOFT 

ACADEMY   

Guide to PRE-Stress 6.4 

 

 12 

 

Figure 2-18 Calculation settings 

In the last tab, Calculation sections, a good spacing between the sections should be used. As a rule of 

thumb, use a value slightly less than the cross section height. In the current example 0.5[m] is used then 

press [s]-button. The result should look like Figure 2-19. This setting is auto generated by the program, but 

it is always a good idea to verify that there are calculation sections spread evenly over the whole element. 

 

Figure 2-19 Calculation sections 

2.1.2 INPUT LOADS 

Now with the geometry and calculation settings done, the next step will be to combine the loads. Select 

Load combinations to the left. To the right two tabs will appear Load combinations and Long term 

parameters. In the Load combinations-tab combine the loads to the very right according to Figure 2-20.  
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Figure 2-20 Load combinations 

As for the long term parameters a creep value of 2 shall be divided in the different fields. If 25% of the 

creep is introduced at the Storage/maturing and 75% at the Final stage (Long term) then the creep should 

be entered as 2*0.25 = 0.5 and 2*0.75 = 1.5. The same goes for the shrinkage, but here we divide the 0.2҉ 

equal between the two long term cases. 

 

Figure 2-21 Long-term parameters 

Next step is to check the supporting conditions and the material properties for each specific load 

combination. It is in this stage that it will be possible to change the supports etc. Select Release to get the 

option to change the material properties and supports at the release stage in the factory.  
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Figure 2-22 Release 

In order to change the support conditions, double click on support 1 or 2, or node 3 or 4, depending on if 

ǘƘŜ ǎǳǇǇƻǊǘ ƛǎƴΩǘ ƭƻŎŀǘŜŘ ŀǘ the end. It can be a little bit tricky to get the support, but with a little bit of 

experience and a lot of technique then it will be possible. When it comes to the material of the element 

then the default option is that there is a bit of increase in the concrete strength from release to the final 

stages. 

Continue to Input loads (Figure 2-23). Here is a overview of each load case (1) and the input of loads are 

inactive in the overview (2). To be able to enter loads in the different load combinations a load combination 

in the project overview must be selected. 
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Figure 2-23 Inputloads, overview 

The reason for the load combination Intermediate stage is that the cracking would be as fully developed 

before going into the long term stage. That gives a more correct picture of the deflection and cracking in 

the long term checks. 

The dead load is defined automatically, so there is no need to define it again manually. 

Enter an installation load of 0.5kN/m2 * 1.2m = 0.6 kN/m in the following load combinations: 

¶ Erection 

¶ Intermediate stage (Short term) 

¶ Final stage (Long term) 

¶ Final stage (Short term) 

¶ Final stage (6.10a, ultimate) 

¶ Final stage (6.10b, ultimate) 

Enter a 50mm topping as a permanent load. 50mm * 25kN/m3 * 1.2m = 1.5 kN/m in the following load 

combinations: 

¶ Erection 

¶ Intermediate stage (Short term) 

¶ Final stage (Long term) 

¶ Final stage (Short term) 

¶ Final stage (6.10a, ultimate) 

¶ Final stage (6.10b, ultimate) 

  

1 

2 

3 
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And finally the live load 8 kN/m2 * 1.2m = 9.6 kN/m. It should be applied as a characteristic load on the 

intermediate and final load combinations. 

¶ Intermediate stage (Short term) 

¶ Final stage (Long term) 

¶ Final stage (Short term) 

¶ Final stage (6.10a, ultimate) 

¶ Final stage (6.10b, ultimate) 

 

Figure 2-24 Loads defined 

2.1.3 CALCULATION 

To start the calculation, select /ŀƭŎǳƭŀǘŜΧ in the menu bar. Unselect Second order analysis in the calculation 

since it will not be relevant for calculation of single elements (see Figure 2-25). 

 

Figure 2-25 /ŀƭŎǳƭŀǘŜΧ ώ/ŀƭŎǳƭŀǘŜϐ 
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2.1.4 PRESENTING THE RESULTS 

 

Figure 2-26 Deflections 

The deflections are shown as two values, the first is the shortening of the element the second value is 

camber (pos.)/deflection (neg.) ie. deformation in (x,y). The program also presents values for deflection in 

ultimate limit state, but these can be ignored since deflections are not relevant and that the program uses 

material strengths with safety factors. After checking support reactions, moment curves and equilibrium, 

then continue to (select) the Design-part of the program. Select Calculate in the menu bar. 


























